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UTILITY NOTES:
1. All materials shall be approved by the Department of Public Works before installation.

2. City shall provide all water meters and set residential water meters.  Contractor shall furnish and install
all other materials, including meter boxes, meter yokes, and fire hydrants.  Meter yokes shall be as
follows, or approved equals:

5/8" meter yokes    Ford #VHC 71-9W-11-33
1" meter yokes    Ford #VHC 74-10W-11-44
1-1/2" meter yokes             Ford #VBB 76-12B-44-66 with bypass

valve cocked forward
2" meter yokes                   Ford #VBB 77-12B-44-77 with bypass

valve cocked forward

3. Meter boxes in non-travel areas shall be as follows:

5/8" and 1" meters             Carson (formerly Brooks) #1220 Jumbo (MET-2)
1-1/2" and 2" meters          Carson (formerly Brooks) #1730 (MET-5)

5/8" and 1" meter boxes shall be installed according to City of Colonial Heights drawing MET-1,
modified as follows:  Front of box to be 3' +  behind back of curb.

1-1/2" and 2" meter boxes shall be installed according to City of Colonial Heights drawing MET-6,
modified as follows: front of box to be 3' +  behind back of curb.

Meter box shall not be less than 24" tall and shall have ABS top with cast iron flip reader. Meters
shall be centered beneath the box top flip reader.

4. Install meter boxes out of paved areas unless otherwise approved. In the event the meter box must be
installed in a paved area, the Contractor shall submit a sketch of proposed traffic bearing meter box for
approval by the Department of Public Works.

5. Water services from main to meter setter shall be as follows:  Services to 5/8" or 1" meter setters shall
be Type K soft copper and shall be installed 24" below the finished grade at the meter box and shall
have flared connections.   Services to 1-1/2" and 2" meter setters shall be threaded brass or Type K
hard copper and shall be installed 24" below the finished grade at the meter box.

6. No splices will be allowed from main to meter in City right of way or easements.  Services to be
connected with corporation stops.  Approved epoxy or nylon coated iron body saddles with stainless
steel bolts, nuts, and double straps required on all mains.

7. Fire hydrants (FIR-4) shall be Kennedy K81-A, Mueller A-421, or approved equal and shall have 3-1/2'
bury and be installed from 18" to 84" behind the curb, and 21" to 27" from top of curb to center of 4"
steamer connection.  Fire hydrants shall have Petersburg threads.  Fire hydrant locations on City right
of way shall be staked in the field by a Certified Land Surveyor as called for on the plans.

8. The Contractor shall be responsible for all fire flow testing and marking or new hydrants in accordance
with the most current NFPA standards.  A copy of the Hydrant Flow Test Report shall be submitted to
the Department of Public Works for approval.  A reflective yellow band shall also be applied around
the hydrant between the discharge and top cap.

9. Flushing hydrant (blow off) shall be Kupferle 2" Mainguard or approved equal, installed in a Carson
(formerly Brooks) #1220 Jumbo (ABS) or approved equal meter box according to the City of Colonial
Heights drawing WAT-3.

10. Double check assembly and vaults that serve private structures shall be owned and maintained by the
property owner.

11. Water mains shall be uniformly supported for their entire length.  Where foundations are yielding, the
Department of Public Works shall approve in advance the bedding according to the Pipe Bedding,
Trench Backfill and Pavement Restoration detail CH-1.

12. All sanitary sewer manholes to be precast concrete with shaped inverts, and connections for pipes must
be "Kor-N-Seal," or approved equal.  All connections to existing manholes shall be cored and must
have "Kor-N-Seal," or approved equal seals.

13. All proposed or existing sanitary sewer manholes within the development shall have an internal rubber
manhole frame-chimney seal installed. A rubber seal extension shall be used to cover any additional
height of chimney not covered by the seal. The rubber seal and extension shall be as manufactured by
Cretex Specialty Products, or approved equal. Seals shall be installed after completion of paving.

14. Sanitary sewer manhole castings in remote areas, as determined by the Department of Public Works,
shall have a Vandal Proof Manhole Frame and Cover, or approved equal see detail MAN-12.

15. All sanitary sewer manhole castings within the 100-year flood plain shall be watertight as per City of
Colonial Heights MAN-12 Watertight Manhole Frame and Cover.

16. Sanitary sewer laterals in street right of way areas or City easements to be 6" diameter.  Laterals to be
connected to new main with tee-wye in main.  Connections to existing mains shall be made with
Geneco or Ford CB-1, or approved equal, sewer saddles.

17. Cleanouts shall be installed 1' inside City right of way and City easements on all sanitary sewer laterals.
See City Sewer Cleanout detail SEW-11.

18. All sanitary sewer main lines and services shall have bedding in accordance with the Pipe Bedding,
Trench Backfill and Pavement Restoration detail CH-1.

19. Any existing water and sewer services that are proposed for reuse shall be uncovered by the Contractor
for inspection by the Department of Public Works.  If the existing line is found to be unserviceable, or
it does not meet current standards, it shall be replaced in its entirety.

20. Private utilities that connect to City utilities shall meet City standards.

21. City inspections of private utilities that connect to City utilities shall be made.  All manholes and
required structures shall also be inspected to preclude infiltration and sediment from entering City lines. 6"x4"x4" WYE6"  DOWN GRADE TO

EX. MAIN / MANHOLE

FLOW

4" LATERAL

4" PVC

4" - 45° ELBOW

6" CLASS A-3
CONC.

CAST IRON
BODY (TYP.)

FINISHED GRADE

BRASS COUNTERSUNK
SCREW PLUG

CAST IRON TRAFFIC BEARING CAP
WITH 4" BRASS COUNTERSUNK
SCREW PLUG

FACTORY APPLIED
EPOXY (TYP.)

RUBBER
GASKET

PVC - WINGNUT
PLUGS

2"x4" MARKER
AT END OF
LATERAL

12"

12
"

R/W

R/W

STREET

PLAN VIEW

SECTION VIEW

SANITARY SEWER CLEANOUT DETAIL

CAST IRON TRAFFIC
BEARING CAP WITH 4"
BRASS COUNTERSUNK

SCREW PLUG

CLASS A-3
CONC.

R/W

MEGALUG SERIES 1100
MECHANICAL JOINT RESTRAINT FOR DUCTILE IRON PIPE

PATTERNED AFTER  EBAA IRON INC. SERIES 1100 DETAIL

A

A

B

B

J
C
F

X

JK2

M
0.75

0.125
F C

D
0.75

P
0.125

F C

SECTION A-A SECTION B-B

Nominal
Pipe Size

3
4
6
8

10
12
14
16
18
20
24
30
36
42
48

Series
Number

1103
1104
1106
1108
1110
1112
1114
1116
1118
1120
1124
1130
1136
1142
1148

C

4.48
5.92
8.02

10.17
12.22
14.32
16.40
18.50
20.60
22.70
26.90
33.29
39.59
45.79
52.09

D

2.27
2.27
2.27
2.31
2.37
2.37
2.69
2.69
2.69
2.69
3.20
3.20
3.20
4.56
4.56

F

4.06
4.90
7.00
9.15

11.20
13.30
15.44
17.54
19.64
21.74
25.94
32.17
38.47
44.67
50.97

M

0.62
0.75
0.88
1.00
1.00
1.25
1.50
1.56
1.63
1.69
1.81
2.25
2.25
3.88
3.88

P

9.06
9.90

12.00
14.15
16.20
18.30
20.94
22.90
25.00
27.10
32.64
38.87
45.17
55.57
61.87

* X

0.750
0.875
0.875
0.875
0.875
0.875
0.875
0.875
0.875
0.875
0.875
1.125
1.125
1.375
1.375

J

6.19
7.50
9.50

11.75
14.00
16.25
18.75
21.00
23.25
25.50
30.00
36.88
43.75
50.62
57.50

K2

7.69
9.12

11.12
13.37
15.62
17.88
20.25
22.50
24.75
27.00
31.50
39.12
46.00
53.48
60.36

Wedge
QTY.

2
2
3
4
6
8

10
12
12
14
16
20
24
28
32

Bolt
QTY.

4
4
6
6
8
8

10
12
12
14
16
20
24
28
32

Weight
(LBS.)

6.1
7.6

11.8
14.9
23.9
31.2
49.7
56.4
63.6
71.0

128.7
190.7
226.5
518.9
608.3

Pressure
Rating
(PSI)
350

250

350
350
350

350
350

350
350
350

250
250
250
250
250

Note: Dimension in inches and subject to change without notice.
* With Twist-Off Nuts twisted off.

VIRGINIA SALES:
PHONE #: (540) 428-4440
WEBSITE: www.ebaa.com

MEGALUG SERIES 2000PV
MECHANICAL JOINT RESTRAINT FOR PVC PIPE

PATTERNED AFTER  EBAA IRON INC. SERIES 2000PV DETAIL

A

A

B

B

J

C
F

X

J
K2

M

0.125
F C

D

0.75 P

0.125
F C

SECTION A-A SECTION B-B

Nominal
Pipe Size

3
4
6
8

10
12
14
16
18
20
24
30
36
42
48

Series
Number
2003PV
2004PV
2006PV
2008PV
2010PV
2012PV
2014PV
2016PV
2018PV
2020PV
2024PV
2030PV
2036PV

2242
2248

C

4.48
5.92
8.02

10.17
12.22
14.32
16.40
18.50
20.60
22.70
26.90
33.29
39.59

D

1.55
1.68
1.68
1.68
2.10
2.10
2.25
2.25
2.25
2.25
2.75
2.70
2.70

F

3.60
4.90
7.00
9.15

11.20
13.30
15.49
17.58
19.68
21.79
25.99
32.22
38.52

M

0.50
0.50
0.50
0.62
0.62
0.75
0.88
0.88
1.13
1.25
1.42
1.50
1.50

P

8.6
9.5

12.1
13.6
16.0
18.1
20.9
23.0
25.1
27.2
31.5
37.7
44.0

* X

3
4

7
8

1 18

J

6.19
7.50
9.50

11.75
14.00
16.25
18.75
21.00
23.25
25.50
30.00
36.88
43.75

K2

7.69
9.13

11.13
13.38
15.63
17.88
20.38
22.63
24.88
27.13
31.63
39.12
46.00

Wedge
QTY.

Bolt
QTY.

4
4
6
6
8
8

10
12
12
14
16
20
24

Weight
(LBS.)

7.0
8.8
12.1
16.3
26.0
31.4
47.6
52.8
61.8
70.9
92.9

128.5
161.3

P

9.8
10.5
13.0
14.5
17.0
19.0
21.7
23.8
25.9
28.0
32.3
38.5
44.8

Submittal information for pipe sizes 42 inch or greater can be found in the Series 2200 Brochure
Submittal information for pipe sizes 42 inch or greater can be found in the Series 2200 Brochure

7
8

7
8

7
8

7
8

7
8

7
8

7
8

7
8

7
8

1 18

4
4
6
6
8
8

10
12
12
14
16
20
24

VIRGINIA SALES:
PHONE #: (540) 428-4440
WEBSITE: www.ebaa.com

12" JUMBO METER VAULT
SPECIFICATION GRADE 1220

PATTERNED AFTER CARSON INDUSTRIES, LLC. 1220 JUMBO & JUMBO EXTENSION

131
4"

WATER METER
READER

193
4"

111
16"

TOP WITH METER READER OPTION
# 12201133 (JUST THE CAST IRON WATER METER READER)

217
16"

12"

143
4"

253
4"193

16"

173
8"

237
8"

METER VAULT
6" JUMBO EXTENSION
# 122033002 (FOR EXTENSION)

217
16"

67
8"

1713
16"

143
4"

245
16"

16"
221

2"

3'-0"

UTILITIES SERVICE LINE

ADAPTER

ENLARGED VIEW

WATER MAIN

CORP. STOP

(SEE NOTE #4)

45° C PIPEL

C PIPE
L

NOTES:
1. METERSETTER SHALL BE CENTERED IN METER BOX

AND COPPER TUBING ON OUTLET SIDE OF SETTER
SHALL EXTEND 18" OUTSIDE OF BOX ON CUSTOMER'S
SIDE.  THIS COPPER TUBING SHALL BE CRIMPED ON
THE END TO KEEP DIRT FROM ENTERING LINE.

2. FOR DETAIL OF VAULT, SEE MET-2

3. COPPER TUBING TO THE CORPORATION STOP MUST BE
FLARED.

4. METER BOX SHOULD BE LOCATED 3' BACK OF CURB /
EDGE OF PAVEMENT.  METER BOX MAY BE MOVED A
REASONABLE DISTANCE INSIDE R/W LINE IN ORDER
TO INSTALL ON REASONABLY LEVEL GROUND.

5. SERVICES SHALL BE INSTALLED PRIOR TO TESTING.

6. BYPASS SHALL NOT BE ALLOWED FOR 5/8" OR 1"
RESIDENTIAL AND IRRIGATION METERS.

7. METER YOKE SPECIFICATIONS:
        58" METER YOKE: FORD #VHC 71-9W-11-33

        1" METER YOKE:    FORD #VHC 74-10W-11-44

SADDLE MUST BE USED

HAND TAMPED UP TO
SERVICE TUBING

ANGLE VALVE SHALL
BE VERTICAL AND

ACCESSIBLE.

SEE APPROPRIATE DETAIL
FOR  TYPE BOX REQUIRED.

WATER METER FURNISHED &
INSTALLED BY THE CITY.

METER
SETTER

SEE NOTE #6

M. J. GATE VALVE

M. J. INLET
HYDRANT TEEOPTION 2

OPTION 1

OPTION 1:  IF GRADE ADJUSTMENT IS NOT REQUIRED:
A. CONNECTOR PIPE MAY BE APPROVED D.I. OR P.V.C. PIPE.
B. IF ALL JOINTS FROM HYDRANT TEE TO HYDRANT ARE RESTRAINED WITH APPROVED JOINT RESTRAINT

DEVICE, THRUST BLOCKING BEHIND HYDRANT NOT REQUIRED.

OPTION 2:  IF GRADE ADJUSTMENT IS REQUIRED:
A. THE CONNECTOR PIPE SHALL BE OF THE OFFSET DESIGN SO THAT THE FIRE HYDRANT CAN BE ADJUSTED TO

ENSURE PLACEMENT AT THE PROPER GRADE.  WHEN THE CONNECTOR PIPE IS THE OFFSET DESIGN IT SHALL
HAVE AN ANCHORING FEATURE AT BOTH ENDS SO THAT WHEN USED WITH M.J. SPLIT GLANDS A
RESTRAINED JOINT IS PROVIDED.

B. IF ALL JOINTS FROM HYDRANT TEE TO HYDRANT ARE RESTRAINED WITH APPROVED JOINT RESTRAINT
DEVICE, THRUST BLOCKING BEHIND HYDRANT NOT REQUIRED.

C. THE CONNECTOR PIPE SHALL BE CEMENT LINED IN ACCORDANCE WITH AWWA C110-ANSI A214.
D. THE CONNECTOR PIPE SHALL BE DUCTILE IRON AWWA C153-ANSO A21.53 AND POSITIONED BETWEEN THE

FIRE HYDRANT AND GATE VALVE.
E. HYDRANT BREAKAWAY FLANGE SHOULD BE LOCATED NO MORE THAN 6" ABOVE FINISHED GRADE AND NOT

BELOW FINISHED GRADE.

6"X6" OR 6"X12" OFFSET W/M.J. SPLIT GLANDS
(ROTATE TO FINAL GRADE).  USE PRODUCT AS
MANUFACTURED BY ASSURED FLOW SALES, INC.
(GRADELOK OFFSET GLAND) OR APPROVED EQUAL.

CAUTIONS:
DO NOT BLOCK WEEP
HOLE WITH CONCRETE.
PLACE STONE OVER
WEEP HOLE AREA.

BREAKAWAY FLANGE
(SEE NOTE E)

NOTES:
A. ON ROADWAYS WITHOUT CURB AND GUTTER, VALVE SHOULD

BE IN SHOULDER OF ROAD OR BETWEEN PAVEMENT AND
DITCH.  MINIMUM COVER AT DITCH MUST BE 3'6" OR GREATER.

B. WHEN A HYDRANT TEE IS USED, RESTRAIN JOINT NOT NEEDED
TO RESTRAIN VALVE TO TEE.

#57 STONE
(1/2 CU. YARD)

1'-6" MIN.
7'-0" MAX.27

" 
M

A
X

.
21

" 
M

IN
.

TYPICAL WATER METER CONNECTION
FOR 3 4" & 1" SERVICES - (5

8" AND 1" METERS)

BACK OF CURB /
EDGE OF PAVEMENT

STREET

METER
BOX

18"
MIN.

24
"

CRIMP
END

CUSTOMERS
SERVICE LINE

MET-1
DRWG. NO.

SEW-11
DRWG. NO.

FIRE HYDRANT DETAIL FIR-4
DRWG. NO.

THRUST
BLOCK

WATER
MAIN

VALVE
BOX

FINISHED GRADE
FINISHED

GRADE

3'
-6

" 
M

IN
.

HYDRANT THRUST
BLOCKING

(SEE NOTE B)

14 1/2"

ROUND BASE

USE STANDARD DESIGNED VALVE BOX
OF THE APPROPRIATE LENGTH (HEIGHT)
UTILIZING APPROVED MANUFACTURERS
OF VALVE BOX APPURTENANCES.

STONE WEEP
FOR VALVE BOX

#57 STONE

IF GREATER THAN 4',
VALVE ROD EXTENSION
WITH GUIDE IS REQ'D.

STONE BEDDING
FOR SUPPORT OF
VALVE BOX
 #57 STONE

SMALL VALVE BOX
DRWG. NO.

TYPE K SOFT
COPPER

TOP SECTION

SCREW TYPEEARTH
BACKFILL

WATER

WAT-7

MET-2
DRWG. NO.

22"

1.0"

5"

1"

2"

1"

B B

NOTE:
INSTALL (4) FOUR 1/2" X 1 1/2" STAINLESS STEEL 3/4" HEXAGONAL HEAD BOLTS
AT 90 DEGREES.  COUNTERBORE THE COVER SO THAT THE HEAD OF THE  BOLT
IS FLUSH OR JUST BELOW THE TOP OF THE  COVER.  PENTAGON HEAD BOLTS
ARE OPTIONAL FOR VANDAL RESISTANT - WATERTIGHT OR NON-WATERTIGHT
APPLICATIONS.

SECT. B-B

X-SECT. OF BOLT

X-SECT. OF PICK HOLE

FRAME SECTION

TAPPED FOR 12" X 1 12"
STAINLESS STEEL HEX.
HEAD BOLT.

3
4" x 316" ONE PIECE

RUBBER GASKET.

WATERTIGHT MANHOLE
FRAME AND COVER MAN-12

DRWG. NO.

SEWER

3
8"

1
8" 20 18"

MACHINE

3
4" 1 12"

3
8"

1 
1 4"

21 3 4"

1
8" 1 

1 8"

7 8"
13

16
"

9 16
"

1
16"

2"

1 12"
5

8"

1
4"

3
8"

7
16"

9
16"

3
8"

24"
34"

8"

2 14"

3
4"

BYPASS

24
" 

M
IN

. -
 3

6"
 M

A
X

.

CL

8"
 M

IN
.

CL

FLANGED ANGLE VALVE

MIN. 18" BEYOND EDGE BRASS OR COPPER PIPE

METER VAULT

NOTES:
1. SADDLES SHALL BE USED FOR ALL 1 12" AND 2" TAPS.

2. WATER SERVICE LATERALS FOR 1 12" AND 2" SERVICES WILL BE TYPE-K HARD COPPER.  CONNECTIONS FOR 1
1

2" AND 2" SERVICES WILL BE SWEAT 95/5 (LEADLESS) SOLDER AND A SUITABLE FLUX; THREADED BRASS
ALTERNATE - THREADED CONNECTION AT CORP STOP.

3. TAPS SHOULD BE MADE AT THE SPRING LINE OF THE MAIN LINE.

4. FOR DETAIL OF VAULT, SEE MET-5.

5. YOKE MUST BE INSTALLED WITH A METER SPACER THAT WILL BE FURNISHED TO THE CONTRACTOR BY THE
UTILITIES DEPARTMENT INSPECTOR.  THE SPACER WILL BE REMOVED BY THE UTILITIES DEPARTMENT
WHEN THE METER IS SET.

6. BY-PASS VALVE SHALL NOT BE ALLOWED FOR IRRIGATION OR RESIDENTIAL SERVICES. ALL 1 12" AND 2"
METER SETTERS FOR DOMESTIC USE AT RESIDENTIAL HOMES, CONDOMINIUMS,  APARTMENTS,
TOWNHOUSES, EXT. SHALL NOT BE EQUIPPED WITH A BYPASS VALVE. SETTERS FOR IRRIGATION USES
SHALL NOT BE EQUIPPED WITH A BYPASS VALVE.  ALL OTHER 1 12" AND 2" METER SETTERS SHALL BE
EQUIPPED WITH A BYPASS.

NO VALVE BOX REQUIRED, EXCEPT UNDER PAVEMENT/CONCRETE.
CURB STOP OUTSIDE OF BOX MUST BE LOCATED WITHIN 1 FOOT EDGE
OF METER BOX.

VALVE SEE
NOTE #6

NOTE:
BYPASS SHALL BE LOCATED
ABOVE OR AT FLOOR LEVEL
OF METER VAULT.

1 12" OR 2" DISC METER SETTINGS MET-6
DRWG. NO.

1 12" M - 13 14"
 2" M - 17 14"

21
" 

M
IN

.
24

" 
M

A
X

.

BLIND
CAP

24
" 

M
IN

.

4"

3'
-0

"
4'

-9
"

3'
-9

"

1'
-6

"
3'

-0
"

6"

1'-1"

1'
-3

"

3'
-3

"
1'

-6
"

8" BLOCKOUT
w/PRESS SEAL
FOR 3" PIPE

48"x48"
WATERTIGHT ACCESS HATCH
(BILCO OR APPROVED EQUAL)

8" BLOCKOUT
w/PRESS SEAL

FOR 3" PIPE

14" Diam. x 4"
DEEP SUMP

8" BLOCKOUT
w/PRESS SEAL

FOR 3" PIPE

5,000psi
REINFORCED
CONCRETE

ALUMINUM
ACCESS
LADDER

5'-5" 4'-5"
2'-3"

5'
-2

"
2'

-7
"

9'-10" LC

1'
-0

"

1'-0"

CL

LC

LC

CL

2'
-4

"

2'-7" 2'-7"
5'-2"

GASKET
TOP GROOVE

BOTTOM GROOVE
12"Dia.

5'
-2

"

4"

12"Dia.

4"x4'x 14"
ALUM.DIAMOND DOOR

POURED IN PLACE

ALTERNATE VAULT DETAILS FOR
3" AND 4" WATER METERS MET-10

DRWG. NO.

6'-0"

6'
-0

"
3'

-0
"

PLAN VIEW TOP VIEW

LC
48"SQ.

OPENINGLC

6"Dia.
HOLE

3
4"

REBAR

BOTTOM VIEW

12" Dia. SUNP
TO BE CORE
DRILLED

4"

4"
4"

SECTION VIEW

END VIEW

NOTES:
1. CLEAR FLOW VAULT SHIPPED ASSEMBLED

WEIGHING APPROX. 12,000 LBS.

2. M & B CONCRETE PRODUCTS INC'S VAULT.

CARBON STEEL
LADDER

4" WALLS
5,000 REINFORCED

CONCRETE

8" BLOCKOUT
w/PRESS SEAL

FOR 3" PIPE

6"

1
4" R

3
4"

1 12" R

7
8" 20 14"

1 14"

18"MIN.
MEGALUG
FOR PVC OR D.I. WHERE
EXISTING LINE IS A/C, A
TRANSITIONAL COUPLING
MUST BE USED AND
CONTRACTOR SHALL
FOLLOW NOTE 3.

L
D.I. M.J.

PVC
OR
D.I.

PVC
OR
D.I.

1. LOWERED SECTION TO BE OF DUCTILE IRON MECHANICAL JOINT PIPE WITH RESTRAINED JOINTS AT
ANY INCLUDED JOINTS.  THE ENGINEER   SHALL CALCULATE LENGTH OF RESTRAINED SECTION.

2. THRUST BLOCKS FOR VERTICAL BENDS MAY BE DELETED WITH RESTRAINED JOINTS.

3. UNDER VOIDS AND AROUND THE COUPLING OR THE ENDS OF THE A/C PIPE TO  SUPPORT ENDS WHILE
INSTALLING THE SUPPORT COUPLINGS ONTO ENDS. ie. 4x4 SALT TREATED TIMBER SUPPORT MUST BE
LEFT AS A PERMANENT STABILIZATION.

LOWERING WATER MAIN OR
NEW INSTALLATION WAT-8

DRWG. NO.

10' 10' L
D.I. M.J.

EXISTING MAIN

10'
MIN.

MEGALUG FOR
PVC OR D.I.

CARSON INDUSTRIES LLC
TOLL FREE #: 1-800-735-5566
PHONE #: 1-909-592-6272
FAX #: 1-909-592-7971
WEBSITE: www.carsonind.com
CONTACT CARSON INDUSTRIES FOR
SPECIFICATIONS AND PRICING

17 58"

CAST IRON WATER
METER READER

30 58"

2"

TOP WITH METER READER OPTION
#17304158 (JUST THE CAST IRON METER READER TOP)

19 58"
32 58"

41 3 4"

24"

28 3 4"

 METER VAULT
#17301240 (JUST THE VAULT)

24" SUPER JUMBO XL METER VAULT
SPECIFICATION GRADE 17301241

PATTERNED AFTER  CARSON INDUSTRIES, LLC. 1730 SUPER JUMBO XL
MET-5

DRWG. NO.

CARSON INDUSTRIES LLC
TOLL FREE #: 1-800-735-5566
PHONE #: 1-909-592-6272
FAX #: 1-909-592-7971
WEBSITE: www.carsonind.com
CONTACT CARSON INDUSTRIES FOR
SPECIFICATIONS AND PRICING

Note: Dimension in inches and subject to change without notice.

METER YOKE SPECIFICATIONS:
1-1/2" METER YOKES:
FORD #VBB 76-12B-44-66
WITH BYPASS VALVE COCKED
FORWARD

2" METER YOKES:
FORD #VBB 77-12B-44-77
WITH BYPASS VALVE COCKED
FORWARD

NOTE:
6" WASTE WATER LATERIALS ARE TO
BE INSTALLED AT 1% MIN. GRADE

REFLECTIVE YELLOW BAND

NOTES:
 FIRE HYDRANTS ARE TO HAVE

PETERSBURG THREADS.

 A REFLECTIVE YELLOW BAND SHALL BE
APPLIED AROUND THE HYDRANT
BETWEEN THE DISCHARGE AND TOP CAP.

1 12" OR 2" METER BOX

5
8" OR 1" METER BOX




